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Components

The Switch Sticks® stand is easily assembled with just a
hammer and a philips-head screwdriver.

The flat-pack consists of the following items:

1 Side supports—these have screw holes that must
face backwards to attach the Switch Sticks® sign.

2 Top bracket—slot opening must face forwards.

3 Bottom bracket—the positioning indents must be at
the rear of the bracket.

4 Stand feet.

5 Switch Sticks® sign.

6 Holding screws (4)—used with screw guides (see
below).

7 Screw guides (4).

8 Large self-tapping screws (4)—to attach the stand
feet.

9 Small self-tapping screws (3)—to attach the Switch
Sticks® sign.
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Assembly

Step 1 – Attach upper bracket
1 Line up the side support dowel joints holes with the

dowels on the top bracket. Ensure the screw pilot
hole on the side support is on the back edge of the
side support.

2 Place the side support flat on the work surface and
use a hammer to join top bracket to the side
support.
Note: Use a piece of scrap wood to protect the
dowels on the top bracket.

3 Insert a screw guide into the hole on the underside
of the top bracket (see Figure 1).

4 Insert a holding screw into the hole in the side
support and tighten (see Figure 1).
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Figure 1 - Insert a holding screw and tighten.

Step 2 – Attach lower bracket

1 Repeat process for lower bracket.
Note: Ensure the bottom bracket positioning indents
are at the rear of the stand (see Figure 2).

Figure 2 - Repeat for lower bracket.


